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FORM U-1A MANUFACTURER'S DATA REPORT FOR PRESSURE VESSELS
(Alternative Form for Single Chamber, Com letely Shop-Fabricated Vessels On?/)

As Required by the Provisions of the ASME Code Rules, Section VIiI, Division Form U1-A
1. Manufactured and certifieq by PENFABCO LTD. 5720 . 103A STREET EDMONTON, ALBERTA, CANADA T6H 245
- (Name and address of Manufacturer)
Manufactured for Jiro Compression Ltd. P.0. Box 1450 Stettler, Alberta TOC 210
g (Name and address of Purchaser)
3. Location of Installation Stock Item
: (Name and address)
4. Type Vertical PE 7144 Pli132 PE 6146 - 1 Rev. 0 N/A 2001
(Honz. or vert. tank) (Mfgr's serial No.) (CRN) (Drawing No.) (Nat'l. Bd. No.) (Year Built)
5. The chemical and physical properties of all parts meet the requirements of material specifications of the ASME BOILER and PRESSURE VESSEL CODE.
The design, construction, and workmanship conform to ASME rules, Section VIil, Division 1 98
to 2000 N/A N/A (ear)
Addenda (Date) Code Case Nos. Special Service per UG-120 (d)
6. Shell: 2 SA-106B i 828 .0625" 11.34" 4 258" sis
Mat'l. (Spec. No., Grade) Nom. Thk. (in.) Corr. Allow. (in.) Diam. ID (. & in.) Length (overall) (ft. & in.)
7. Seams: Smisi G N/A 100%:E 11500 Type 1 UW11(a)5(b) 1
Long,(Welded, Dbl., Sngl., Lap, Butt) RT (Spot or Full) Eff. (%) H.T. Temp. (°F.) Time (br.) Girth (Welded, Db., Sngl, Lap, Butt) RT (Spot, Partial or Full) No. of Courses
8. Heads: (a) Mat!. S SA-234-WpB (b) Mat'l. SA-234-W.PB.
= : (Spec. No., Grade) (Spec. No., Grade)
Location (Top, Minimum [ Corrosion | Crown | Knuckle ‘ Elliptical "ConicaIApex; Hemispherical!  Fiat Side to Pressure |
__VBpgorp,Encjg’ __ Thickness 1 _Allowance L Radius | _Radius | Ratio Angle | Radius | Diameter (Convex or Concave)j
‘(‘a’) _lop. : 3280 | .0625" | N/A l N/A ,I 251 | NA | N/A I NA | Concave i
©) _Botiom - N R CoNbe i | Wl W | NA | Concave
If removable, bolts used (describe other fastenings) None e
(Mat'L Spec. No:‘ é[ Sirzie, No.)
SMawp L . 2850 o ___ Psiatmax.temp. 2 100 . o
Min. design metal temp > o o 285 e Psi. Hydro., Pneu., or Comb. test pressure 428 psi
10. Nozzles, inspection and safety valve openings:
a5 PLE)OS:ﬁg e »75;;,{ e *Ty;;e [ Material :Nom Thiékness; Reinforcement | How " Location
L Gkt Outet o) || g, | ™ = 1 | Materisl | Attached |
S T I VYT i | s | Shel
)‘&. 5 £ 3U150¢ | RPWN | sa e 0 W UW16.1(c) | Top Head
s 7D}§iﬂ S ‘ J 18 - | Cply 1 SAE 105N 6000# N/A ! UW16.1(C} Bqﬁoim Head
| Le 7 S48 | ey | SA-105N 6000 | N/A UW16.1(a) | Shell
[ WaterOut | o Cplg | sA 105N | 6000 N/A 1 UW16B.1(c) | Shell
o bl 5 2 Gl SA-105N | 3000# 1 N UW16.1(a) Shell
BT 7LCV e 2 ] 7Cp7lg7 | S{\j 105N 30004 N/A UW16.1(a) She!i
o insp ZiEde B ol _Cplg | SA- 105N . 3000# N/A UW16.1(7) Shell
11. Supports: Skirt Yes. ljgs 0 i 00EE Legst 800 8 o, = aNA Attached _ Welded to Bottom Head
(yes or no) (No.) (No.) (Describe) (Where and how)

12. Remarks: Manufacturer's Partial Data Reports properly identified and signed by Commissioned Inspectors have been furnished for the following items
of the report: U - 24 Form Top Head . Botiom Head, Shell ltem # 1,2, 3 by Wabash U certificate Authorization # 30,230

5 (Name of part, item number, Mfgr's name and identifying stamp)
Impact Tests is Exempt Per UG =20() 1-5, UCS-66(c)
Volume : 3.7 cuft, .10m3)_

P.8.V. installed in piping BY O

——

e iZ,F{Pés,e \;grtical  Separator
Manufactured to DWG PE 6146 Rev.0

CERTIFICATE OF SHOP COMPLIANCE :
| We certify that the statements made in this report are correct and that all details of design, material, construction, and workmanship of this vessel
f conform to the ASME Code for Pressure Vessels, Section VI, Division 1. "U" Certificate of authorization No. 14,383
| Expires 12.28 2001 .

J e PENFABCO LTD Signed: 27 S50, :
: L g LA OIDE gned: 277 : =
Date: Aug. 17/2001 Bl e  (Manufacturer) (Represe iive). ;

~ CERTIFICATE OF SHOP INSPECTION =

Vessel constructed by Penfabcoltd, eR R i at Edmonton, Alberta _ - |, the undersigned,
holding a valid Commission issued by the National Board of Boiler and Pressure Vessel Inspectors and/or the State or Province of Alberta and
employed by Alberta Boilers Safety Association e have inspected the component described in this: Mgnufacturer‘s Data Report on
Alligls =~ ,2001 , and state that, to the best of my knowledge and belief, the Manufacturer has constructed this pressure vessel in

acc( 1ce with ASME Code, Section Viil, Division 1. By signing this certificate neither the Inspector nor his employer makes any warranty, expressed or

implieq, concerning the pressure vesse| described in this Manufacturer's Data Report. Furthermore, neither the Inspector nor his employer shall be liable

in any manner for any personal injury or property damage of any kind arising from or connected with this?spection,
Date Aug. 17/2001 Signed” .= 1 X o Commissions Fjé}S S R e
(Ruthorized/insp tor) Nat'l. Board (Incl. endorsements. State, Prov. qu No.)
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                   3500 Electric Compressor

                   UNIT # E35162 – CNRL



COMPONENTS

INLET SEPARATOR:

V-110






MAKE:  PENFABCO 





MAWP:  285 PSI @ 100 DEG F






MDMT:   -20 DEG F @ 285 PSI






CORROSION ALLOWANCE: .0625”






CRN NO:  P1113.2






SERIAL NO:  PE7144  

(A) 476511

OIL COALESCING
VESSEL:
V-150






MAKE: PENFABCO






MAWP:  360 PSI @ 250 DEG F






MDMT:   -20 DEG F @ 360 PSI






CORROSION ALLOWANCE:  .0625”






CRN NO:  L8012.231






SERIAL NO:  PE7187 

(A)  476521

FUEL GAS SCRUBBER:

V-160






MAKE: JIRO COMPRESSION LTD.






SIZE:  4” X 36” S/S






MAWP:  1440 PSI 






CRN NO:  OH3799.231






SERIAL NO:  4DP-402

FLOAT CHAMBER:

V-170






MAKE:  LOTECH






MAWP:  720 PSI






CRN NO:  OH4715.2






SERIAL NO:  4720.3

SCREW COMPRESSOR:

S-210






MAKE:   GARDNER DENVER






MODEL NO:  SSPG99B08  






SERIAL NO:  S055897  
ELECTRIC MOTOR:

M-310





MAKE:  TECO WESTINGHOUSE






MODEL NO:  XH12504TE2






HORSE POWER: 125






VOLTS:  230/460






AMPS:  288/144






RPM:  1780






SERIAL NO:  FLCO6150-1  

COMPONENTS CONTINUED

FAN MOTOR:


M-320





MAKE:  BALDOR






MODEL NO:  SAJ 343081






SPEC NO: 36E263Z86






HORSE POWER: 5






VOLTS: 230/460






AMPS:  13/6.5






RPM:  1725






SERIAL NO:  F0105022893  

HEATER:



H-410 






MAKE:  CATA DYNE






MODEL NO:  BX12X24






SERIAL NO:  176135

OIL & GAS COOLER:

C-510





MAKE:   API AIRTECH






WO39154






PART NO:  9660324






CUST. PART NO:  648CRN

MAWP: 300 PSI @ 300 DEG F

CRN NO:  J16058

 FUEL GAS FILTER:

F-810



MAKE:  TECHNOLAB






MODEL NO:  TLH00129






FILTER NO:  TLH0129E

OIL FILTERS:


F-820 A/B 






MAKE: DONALDSON






MODEL NO:  HMK25






MODEL NO: P169984






FILTER NO:  P165569

F-830 C 

MAKE:  DONALDSON

MODEL NO:  HMK05






PART NO:  P167294






FILTER NO:  P165569

COMPONENTS CONTINUED

PSV’S:



PSV-1101-PRESSURE SAFETY VALVE





MAKE:   MERCER






TYPE:  91-23F511609






SET PRESSURE:  150 PSI






SERIAL NO:  13232  

PSV-1501-PRESSURE SAFETY VALVE 






MAKE:   MERCER






TYPE:  91-23F511811






SET PRESSURE:  300 PSI






SERIAL NO:  13252  

PSV-1601-PRESSURE SAFETY VALVE





MAKE:   MERCER






TYPE:  91-17D511807E






SET PRESSURE:  125 PSI

SERIAL NO:  15328     

CONTROL VALVES:

PCV-1101 PRESSURE CONTROL VALVE






MAKE:  DYNA FLO 1052






MODEL NO:  2” DFR 69 / BODY DFV2000






SERIAL NO:  981412

PCV-1102 PRESSURE CONTROL VALVE






MAKE: FISHER






MODEL NO:  67 CRF-362






SPRING RANGE:  0-35 PSI






PCV-1103 PRESSURE CONTROL VALVE 






MAKE: FISHER






MODEL NO: 67 CRF-362






SPRING RANGE:  0-35 PSI

PCV-1601 PRESSURE CONTROL VALVE





MAKE:   FISHER






MODEL NO:  627-497 c/w ½” orifice






SPRING RANGE:  15-40 PSI
PCV-4101 PRESSURE CONTROL VALVE






MAKE:   FISHER






MODEL NO:  912

COMPONENTS CONTINUED
CONTROL VALVES:
ESDV-4101-EMERGENCY SHUTDOWN VALVE

MAKE:   MAXITROL

MODEL NO:  ES404

CONTROLLERS:


LC-1101 LEVEL CONTROLLER






MAKE:  FISHER






MODEL NO:  2680






SERIAL NO:  15998408






PC-1101 PRESSURE CONTROLLER






MAKE:  FISHER






MODEL NO:  4150






SERIAL NO: 15959983

LCV-1601 / LCV-8201 LEVEL CONTROLLER  






MAKE:  WATSON MCDANIEL






MODEL NO:  WLD-1800

ELECTRICAL:
HS-1101 EMERGENCY HAND SWITCH

MAKE:  TELEMECANIQUE  





MODEL NO:  XALB174H29H7

LSHH-1101 LEVEL SWITCH HIGH






MAKE:   MURPHY






MODEL NO:  L1200
LSLL-1501 LIQUID LEVEL SWITCH HIGH






MAKE:   MURPHY

MODEL NO:  L1200

VSHH-2101 / VSHH-3201 VIBRATION SHUTDOWN






MAKE:   MURPHY

MODEL NO:  VS-2

DPS-1101 DIFFERENTIAL PRESSURE SWITCH






MAKE:  CUSTOM CONTROL SENSORS






MODEL NO:  604DJ2

SERIAL NO:  07213332-10  T-13082  

SET @ 20 PSI FALLING

COMPONENTS CONTINUED

ELECTRICAL:


PSLL-2101 PRESSURE SWITCH LOW 






MAKE:  SOR 

MODEL NO:  56AG-EF316-M4-C1A-NC 

SERIAL NO:  010501971   

SET @ 0 PSI FALLING






PSHH-2101 PRESSURE SWITCH HIGH 

MAKE: CUSTOM CONTROL SENSORS  

MODEL NO: 6900GE18

SERIAL NO: 07213308-2  T-13075    

SET @ 50 PSI RISING

PSHH-2101 PRESSURE SWITCH HIGH 

MAKE: CUSTOM CONTROL SENSORS `
MODEL NO: 6900GE18

SERIAL NO: 07213308-1  T-13075    

SET @ 250 PSI RISING

PANEL ELECTRICAL:

1 - ALTRONIC ANNUNCIATOR

PART NO: DD-20NT-C

SERIAL NO:  2735    

1-ALTRONIC ANNUNCIATOR POWER SUPPLY

PART NO: 690 105






SERIAL NO:  4423    

1-ALTRONIC TEMPERATURE SWITCH GUAGE 

PART NO:  DPYH-1392U-J

SERIAL NO:  5740    

1- ALTRONIC TACHOMETER

MODEL NO: DT-3200

1- ALTRONIC HOURMETER

MODEL NO:  DH-100A
PANEL GAUGES:


SUCTION PRESSURE






MAKE:  WIKA SS LF






SCALE: -30 –100 PSI / -100- 680 KPA 






SIZE: ¼” LBM X 4” FACE

COMPONENTS CONTINUED

PANEL GAUGES:


DP-2101 DISCHARGE PRESSURE






MAKE:  WIKA SS LF






SCALE:  0-400 PSI / 0-2800 KPA






SIZE:  ¼” LBM X 4” FACE 

#20 COALESCER FILTER DIFFERENTIAL PRESSURE

MAKE:  MIDWEST

MODEL NO:  120AA-00-00(AA)

SERIAL NO:  370281  

SET @ 20 PSI RISING

DPS-8101 COMPRESSOR FILTER DIFFERENTIAL PRESSURE






MAKE:  MID WEST






MODEL NO: 120AA-00-0AA






SERIAL NO:  370253   






SET @ 15 PSI RISING

PRESSURE GAUGES:

PI-1101 PRESSURE INDICATOR





MAKE:   WESTERN SS LF






SCALE:   0-400 PSI / 0-2800 KPA






SIZE: ½” LM X 4” FACE


PI-1102 PRESSURE INDICATOR


MAKE:  WESTERN SS LF


SCALE:  0-60 PSI / 0-420 KPA


SIZE:  ½” LM X 2 ½” FACE






PI-1103 PRESSURE INDICATOR






MAKE: WESTERN SS LF






SCALE: 0-60 PSI / 0-420 KPA






SIZE: ½” LM X 2 1/2” FACE

PI-1601 PRESSURE INDICATOR






MAKE:   WESTERN SS LF






SCALE:   0-200 PSI / 0-1400 KPA






SIZE:  ¼” LM X 2 ½” FACE

COMPONENTS CONTINUED

MISC:




LI-1101 LEVEL INDICATOR






¾” RED LINE SIGHT GLASS


C/W N7B SIGHT GLASS VALVES
TI-1101 / TI-1501-TEMPERATURE INDICATORS





MAKE:   WESTERN 






RANGE: -40 -160 DEG F/ -40 -70 DEG C






SIZE: ½” NPT X 3” FACE






UY-1101 SOLENOID






MAKE:  ASCO






MODEL NO:  EF8320G202






SERIAL NO:  C146879

LG-1501 LEVEL GAUGE






MAKE:  PENBERTHY






MODEL NO:  1RM-7STLNE






C/W 330J SIGHT GLASS VALVES

LG-8201 LEVEL GAUGE

MAKE:  AC&R

MODEL NO:  SG-04






UY-2101 THERMOSTATIC VALVE






MAKE:  AMOT






MODEL NO:  1 1/2BHCT14001

SERIAL NO:  G7005  

COMPONENTS CONTINUED

VALVES:



3” 150 FP STD NUTRON BALL VALVE
SERIAL NO: 09505-003    

2” 300 STD NAVCO CHECK VALVE

SERIAL NO:   EB180

1 ½” THRD MERIDIAN BALL VALVE

1 ½” THRD NACE CHECK VALVE

1 ½” THRD ALTA Y-STRAINER

1” THRD ALTA Y-STRAINER

. 
1” THRD MERIDIAN BALL VALVES 2000

1” THRD CRANE GLOBE VALVE

1/2” THRD MERIDIAN BALL VALVES 2000

1/2” H7V1544QNEEDLE VALVE M X F

1/4” H5VKS NEEDLE VALVES


¼” SWAGELOC TUBING CHECK VALVE

FITTINGS-THREADED-BACK WELDED

DESCRIPTION:



GRADE:

HEAT NO:

5” 150 SCH 40 RFWN FLANGE

SA-105

AQ7

5” X 3” SCH 40 CONC RED

SA234-WPB

09212

4” 150 SCH 80 RFWN FLANGE 

SA-105

36AX



4” X 2” SCH 40 X SCH 80 CONC RED
SA234-WPB

01220045

3” 150 RFWN SCH 40 FLANGE

SA-105

352AV, 86AX, 




3089, 30109, 






77301,15269,33885

3” SCH 40 90 DEG ELL


SA-105

99B0007,OL4387










01100007

3” SCH 40 TEE



SA234-WPB

0021097



3”X2” SCH 40 X SCH 80 CONC RED
SA234-WPB

376110, 00C20028


3”X2” SCH 40X SCH 80 SWAGE

SA234-WPB

VZJ-OP, VWE-NH

2 ½” 300 RFWN SCH 80 FLANGE
SA234-WPB

80197, 13599

2 ½” SCH 80 90 DEG ELL


SA234-WPB

9960049

2 ½” X2” SCH 80 CONC RED 

SA234-WPB

01120036



2” 600 SCH 80 RF ORIFICE FLANGE
SA-105

4ET2

2” 300 RFWN SCH 80 FLANGE

SA-105

193AX, 33568, 










252AV,262AV, 










88534

2” 150 RFWN SCH 80 FLANGE

SA-105

47858


2” SCH 80 90 DEG ELL 


SA234-WPB

0040056, 1A236X










43C00031, 










01200025

2” FS THRD UNIONS 3000

SA-105

C1

2” SCH 80 WELD TEE


SA-234WPB

564D

1 ½” 300 RF THRD 1 ½” FLANGE
SA-105

82419

1 ½” FS THRD TEE 2000


SA-105

55433, 55476

1 ½” FS THRD 90 DEG ELL 2000
SA-105

55379

1 ½” FS THRD 45 DEG ELL 2000
SA-105

55369

1 ½” FS THRD-O-LET


SA-105

DACO



1 ½” FS THRD UNION 3000

SA-105

03

1 ½” X 1” SWAGE TBE


SA234-WPB

VKJ-KG


1” FS THRD-O-LET



SA-105

55258, 55264, 609










A5F, 55449



1” FS ELBOW 



SA-105

613, 55440



1” FS THRD 90 DEG ELLS 2000

SA-105

55438, E7



1” FS THRD TEES 2000


SA-105

55454, 55185, D97

FITTINGS-THREADED-BACK WELDED

DESCRIPTION:



GRADE:

HEAT NO:

1” FS THRD UNION 3M 


SA-105

C32, C34

1” FS THRD FULL COLLARS 2000
SA-105

HBK

1” FS THRD 45 DEG ELL


SA-105

D87

1” X ½” XS SWAGE TBE


SA234-WPB

VHF

¾” FS THRD-O-LET


SA-105

608, 579

¾” X ½” THRD XH SWADGE

SA-105

VHE



½” FS THRD-O-LET


SA-105

578, RNXO, 632


½” FS ELBOW-LET



SA-105

490

½” FS THRD 90 DEG ELL


SA-105

SB

½” FS THRD TEE



SA-105

D59

½” FS THRD CROSS 2M 


SA-105

55308

¼” FS THRD TEE 2000


SA-105

55402



PIPE:

3” SCH 40 SMLS PIPE


SA-106B

3BF



2 ½” SCH 80 SMLS PIPE


SA-106B

2.5G


2” SCH 80 SMLS PIPE


SA-106B

2AS, 2AU


1 ½” SCH 80 SMLS PIPE


SA-106B

1.5U

1” SCH 80 SMLS PIPE


SA-106B

1AE
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FORM U-2A MANUFACTURER'S PARTIAL DATA REPORT (ALTERNATIVE FORM)
A Part of a Pressure Vessel Fabricated by One Manufacturer for Another Manufacturer oo
As Requu‘ed by the Provisions of the ASME Code Rules, Section VIII Division 1 S

~h Manufactured ang cerifieq by{,:%\[iﬁ&-\ P
8

SO0RE FROLICATNS P75 520 mugy 60. 8000 Ggpse AETTX-30,7

(Name and address ufManufaclurer)

2. Manufactured for PENFABCO LTD. 5720-103A STREET EDMONTON, ALBERTA, CANADA T6H 2J5
(Name and address m’F’urchaser)
3. Location of Installation STOCK
(Name and address)
4. Type VERTICAL SEPARATORS, TOP HEADS WO1-294-1 thru to W01-303-1 Rl
(Description of vessel part (shell, two-piece head, tube bundle)) (Mfg's serial No ) (CRN)
PE-6146, rev.0 PENFABCO 2001
(Nat'l. Bd. No.) (Drawing No.) (Drawing prepared by) (Year Built)
5. ASME Code, Section Viil, Diy_ 1 1898 EDITION, 2000 ADDENDA N/A N/A
Edition and Addenda (date) Code Case No. Special Service per UG-120 (d)
6. Shell: (a) No. of course(s) (b) Overall length (ft & in.)
Course(s) Material Thickness Long Joint (Cat A) Circum, Joint (Cat A B&C) Heat Treatment
No. Diameter, in Length (ft & in.) Spec./Grade orType Nom. Corr Type Full, Spot, None Eff. Type Full, Spot, None Eff  Temp. Time
7. Heads: (a) SA 234 WPB, TOP HEAD (b)
(Mat'| Spec. No.. Grade or Type) HT. - Time & Temp (Mat'l Spec. No., Grade or Type) HT.- Time & Temp
Location (Top, Thickness Radius Elliptical  Conical Hemispherical ~ Fiat Side to Pressure Category A
Bottom. Ends)  Min. Corr Crown Knuckie Ratio  Apex Angle Radius Diameter Convex Concave Type Full. Spot. None Eff.
(@ TOPHEAD 0.328" 1116 N/A NA  218E N/A N/A N/A N/A YES 1 N/A 1.0

(b)
If removable. bolts used (describe other fastening)

8. MAWP 285 N/A psi at max. temp. 100 N/A

y (internaf) {external)
g pact test

10. Hydro., pneu . or comb. test press

(Mat'l Spec No.. Grade, size No)

°F Min design metaltemp.  -20 °F at 285 psi
(internal) {external)

(Indicate yes or no ang the component(s) impact tested)

Proof test
11. Nozzles Inspection and safety valve openings

Purpose (iniet, No. Dizmeter Fiange Material Nozzle Thickness Reinforcement  How Attached Location
Qutlet, Drain etc.) or Size Type Nozzie Flange Nom Corr WMaterial Nozzie Flange (Insp Open.)

Outlet 1 35 RFWN SA106B sa 105N 0.300" 116" weld metal Uw  16.1.c
12. Supports Skirt Lugs Legs Others Attached
(Yes or No) (No ) (No.j (Describe) (Where and How)

13. Remarks

Used Penfabec Approval Drawing #PE-6146, rev.0

CERTIFICATE OF SHOP/FIELD COMPLIANCE

We certify that the statements made in this report are correct and that all details of matenial. construction and workmanship of this pressure vessel
part conform to the ASME Code for Pressure Vessels Section VIii, Division 1

U Certificate of Autherization No 36, 23% Expires_ _ February 11 .2004 2 )1
Date:  June 22, 2051 Name: L DBRESH =S FAL. SRk Signec A AN
(Manufacturerj (Representative)

I, the undersigneq, holding z valid commission issu
Alberta and employed by ABSA

have nspected the pressure vessel part described
Ty knowiedge and belief.

CERTIFICATE OF SHOP/FIELD INSPECTION

ed by The National Board of Boiler and Pressure Vessel Inspectors and the State or Province of

of Alberta
in this Manufacturer's Datz Report on June 22 -2001. and state that, to the best of

ief, the Manufacturer has constructed this pressure vessel part in accordance with ASME Code, Section VIli. Dwision 1.

3y signing this certificate neither the Inspector nor his employer makes any warranty, expressed or implied. concerning the pressure vessel part described

n ] Manufacturer's Data Report. Furthermore, n

iail__ oraloss of any kind arising from or conmected
date June 22. 2001 Slgnedx

either the inspector nor his employer shall be liable in any manner for any personal injury or property
this inspection

‘%'/’/ Commissions %/Jzéfc‘}/(/

thorized Inspector) (N&t'i Board incl. endorsement State. Province and No 3
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FORM U-1A° MANUFACTURER'S DATA REPORT FOR PRESSURE VESSELS
(Alternative Form for Single Chamber, Com letely Shop-Fabricated Vessels Only) Eormiliia
As Required by the Provisions of the ASMECode Rules, Section VIiI, Division

1. Manufactured and certified by PENFABCO LTD. 5720- 103A STREET EDMONTON, ALBERTA, CANADA T6H 2J5
(Name and address of Manufacturer)
2. Manufactured for Jiro Compression Ltd. P.O. Box 1450 Stettiler, Alberta TOC 2.0
= (Name and address of Purchaser)
Location of Installation Stock Item
(Name and address)
4. Type Vertical PE 7187 L 8012.231 PE 5437 Rev.1 N/A 2001
(Horiz. or vert. tank) (Mfgr's serial No.) (CRN) (Drawing No.) (Nat'l. Bd. No.) (Year Built)
5. The chemical and physical properties of all parts meet the requirements of material specifications of the ASME BOILER and PRESSURE VESSEL CODE
The design, construction, and workmanship conform to ASME rules, Section VIII, Division 1 a8
to 2000 N/A N/A (ear)
Addenda (Date) Code Case Nos. Special Service per UG-120 (d)
6. Shell: SA-106B 375" .0625" 19.26" 37" sls
Mat'l. (Spec. No., Grade) Nom. Thk. (in.) Corr. Allow. (in.) Diam. ID (ft. &in.) Length (overall) (ft. & in.)
7. Seams: Smis N/A 100% 1150 1Hr. Type 1 UW11(a)5(b) i
Long.(Welded, Dbl., Sngl., Lap, Butt) RT (Spot or Full) Eff. (%) HT.Temp.(F.) Time (hr.)  Girth (Welded, Dbl., Sngl., Lap, Butt) RT (Spot, Partial or Full) No. of Courses
8. Heads: (a) Mat! SA-516-70N (b) Mat'l SA-516-70 N
(Spec. No., Grade) (Spec. No., Grade)

Location (Top,|  Minimum I Corrosion | Crown | Knuckle | Eliptical iComcaIApex,‘ Hemispherical| Flat Side to Pressure
__|Bottom, Ends) Thickness Allowance | Radius | Radius | Ratio Angle | Radius | Diameter | (Convex or Concave)
@  Top 16258 | .0625" ( NA | NA | NA | NA | NA | 1925 | NIA

42 { ! i 4 i
® Bottom | ozr | M08 o 1 NI ez ] AL L NE e e
If removable, bolts used (describe other fastenings) 16- 3/4"x2 5/8" bolts & washers SA- 193 - B7
(Mat'l,, Spec. No., Gr., Size, No.)
9. MAWP o 8600 __ Ppsiatmax temp. 250 9E
Min. design metaltemp. 2200 Bebrall 300 __ psi. Hydro., Pneu,, or Comb. test pressure 540 psi
10. Nozzles, inspection and safety valve openings:
Pu}po; ?\Io.ri : Diarmr ¥ F ?);pé ! Matérial . INor{w TH}ckness ’ Reinforcementi How ‘ Location J
7"7(11’1‘191‘_9[_1@,_»[)[’%@) | orSize | | | Material | Attached | |
Sl s (b = < | Elis I -
@a, el jie 271/;77 ¥Cp¥|g : SA- 1075N7 ' 730007# ! N/A | UW1§.1 (c) i Shell |
Outlet | i J - 2 : J7Cp[g ‘] SA - 105N 3000# ‘ N/A UW16.1 (c) ! Shell i
pe Spare |5 | 18128 1‘ Cplg SA - 105N 3000# : N/A UW16.1 (c) Shell
oe — ! el 2 i
I Spare “ 1 ! 15 | Cplg | SA-105N i 3000# N/A UW16.1 (c) Shell
[ Drain Ll ik : Cplg | SA-105N |  3000# N/A UW16.1 (c) Bottom Head
| Gas Outlet 2l | 2 boNFT ] NA | N/A N/A Tapped | Top Head
[ Scavenger | 1] qp Sl NBE G NAG T RN N/A Tapped Top Head
S el AR NPT A NA | Tapped | Top Head
11. Supports: kit Yes Lugs 0 Legs 0 Other N/A Attached Welded to Bim. Head
(No.) (Describe) (Where and how)

Reports properly identified and signed by Commissioned Inspectors have been furnished for the following items

~ (Name of part, item number, Mfgr's. name and identifying stamp)
fanufactured To  DWG C-20-0015 Rev. 4

i CERTIFICATE OF SHOP COMPLIANGE

} We certify that the statements made in this report are correct and that all details of design, material, construction, and workmanship of this vessel

| conform to the ASME Code for Pressure Vessels, Section VIII, Division 1. "U" Certificate of authorization No. 14,383 |

| expires 1208 2001.

| Date: July. 18/2001 coN PENFABCO LTD. Signed: 27

i (Manufacturer) (

- CERTIFICATE OF SHOP INSPECTION

J\/esse! constructed by Penfabco Ltd. : i at Edmonton, Alberta - |, the undersigned,
holding a valid Commission issued by the National Board of Boiler and Pressure Vessel Inspectors and/or the State or Province of Alberta and

| employed by Alberta Boilers Safety Association ¥ have inspected the component described in this Manufacturer's Data Report on

% JUlVESTBIE T oy , and state that, to the best of my knowledge and belief, the Manufacturer has constructed this pressure vessel in

&

epregentative)

J i T T R

Commissions /96 75
Nat'l. Board (Incl. endorsements, State, Prov. and No )
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FORM U-4 MANUFACTURER'S DATA REPORT SUPPLEMENTARY SHEET

As Required by the Provisions of the ASME Code Rules, Section VIiI, Division 1 Form /U
an
w. Manufactured and certified by PENFABCO LTD. 5720- 103A STREET EDMONTON, ALBERTA, CANADA T6H 2J5
(Name and address of Manufacturer)
2. Manufactured for Jiro Compression Lid, P.0. Box 1450 Stettler, Alberta TOC 2L0
(Name and address of Purchaser)
3. Location of installation Stock Item
(Name and address)
4. Type Vertical Coalesent Filter Housing BE 7087
(Horiz., vert. or sphere) (Tank, separator, heat exch., etc) (Mfg's. serial No.)
L 8012.231 PE 5437 Rev.1 N/A 2001
CRN i b 'l. Bd. No. Yo built
Data Report ( ) (Drawing No.) (Nat'l. Bd. No.) (Year builty
Item Number Remarks
', = F’urpoée 7("lnle't, i No. | Diéheter | Type ' Material I Nom. } Reinforcement! How ; Location
Outlet, Drain) ! | 5‘ Thickness; Material  Attached
‘ I | | ;
St b | ! I | i
PSV / 1 18 f Cplg | SA-105N | 3000% | N/A [UW16.1(c) | Shell
T men ; e R ar | |
Inspection ’ 1 20"M W | Plate | SA-516-70N I 105 ‘ N/A !UW13.2(b)f Top Head
B e ] sl e S onad BEC T il alls 4 i 1 - i
e B L PRl e s weiE|  snel |
| | | | | | | | i'
& | | % |
,‘C - | I | ‘ ! i
| | i i
P | *
|
b |
5 ! | I ! !
| | | | ] |
1 ! ! | | |
| 1 | |
L | | | !
Certificate of Authorization: Mypeills = No. 14,383 Expires 12-28 ,2001
Date July 18/2001 _ Name _____PENFABCOLTD. : Signed P < -
C{ (Manufacturer) (Repgegentative)
Dateyuy 18/2001  Name Commission  ABYS : ; ,
(Authopzed Ins ector) (Nat'l. Board incl. endorsement, State, Province and No.)
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5 2 Business
MEMBER Bureau

SALES PURCHASING
(800) 833-6402 MERCER VALVE COMPANY, INC. (405) 789-2994
(405) 495-6533 Post Office Box 270970 (405) 789-0664
(405) 495-6536 Oklahoma City, Oklahoma 73137
ACCOUNTING EAe (1020405 8728 ENGINEERING
(405) 495-7178 24-HOUR SERVICE AVAILABLE (405) 495-3274

WEBSITE: www.mercervalvecompanyinc.com * E-MAIL: mvsalesi@lonst.net
CERIIFICATE OF COMPLIANCE

CUSTOMER: MERCER VALVE OF CANADA

8717 53RD AVENUE EDMONTON, AB. T6C3H3

CUSTOMER ORDER NUMBER: 301221 7

ITEM DESCRIPTION:  QTY (20) MERCER P/N 91-23F511809 1" MNPT X 11/2" ENPT

9100 SERIES SAFETY RELIEF VALVE

SET @ 150 PSI sl ]33RK

MERCER VALVE SALES ORDER NUMBER: 7007

MERCER VALVE JOB ORDER NUMBER: 7007

YALVE SETTING INFORMATION

SET PRESSURE: 150 PSI

SET PRESSURE TOLERANCE:  *3%

TEST MEDIUM: AIR

TECHNICIAN SETTING VALVE: TIM WHITNEY

DATE VALVE SET: 5/4/01

TEST GAUGE USED: ASHCROFT 0-400 SERIAL NUMBER 400-2

GAUGE CALIBRATED BY DEAD WEIGHT TESTER ON: 4/15/01 ;

TESTED ON: MERCER VALVE COMPANY, INC. AIR TEST STAND
LEAKAGE BUBBLE TIGHT AT 10% BELOW SET PRESSURE.

THIS IS TO CERTIFY TO YOU THAT THE VALVES THAT WERE PURCHASED ON

PRESSURE VESSEL CODE AS INDICATED BY THE UV STAMP ON HE LABEE.

%RIAN BARION OR DAVID BUSH

ENGINEERING
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SALES PURCHASING
(800) 833-6402 MERCER VALVE COMPANY, INC. (405) 789-2994
(405) 495-6533 Post Office Box 270970 (405) 789-0664
(405) 495-6536 Oklahoma City, Oklahoma 73137

FAX # (405) 495.8728
ACCOUNTING {$05) ENGINEERING
(405) 495-7178 24-HOUR SERVICE AVAILABLE (405) 495-3274
WEBSITE: www.mercervalvecompanyinc.com * E-MAIL: mvsalesi@ionet.net
CERTIFICATE OF COMPLIANCE

CUSTOMER: MERCER VALVE OF CANADA

8717 S3RD AVENUE EDMONTON, AB. T6C3H3

»
»

CUSTOMER ORDER NUMBER: 301221

ITEM DESCRIPTION: QTY (20) MERCER P/N 91-23F511811 1" MNPT X 1 1/2" FNPT

9100 SERIES SAFETY RELIEF VALVE

SET @ 300 PSI s/ ] 3 &50’2

MERCER VALVE SALES ORDER NUMBER: 7007

MERCER VALVE JOB ORDER NUMBER: 7007

YALV N’ N

SET PRESSURE: 300 PSX

SET PRESSURE TOLERANCE: +3%

. TEST MEDIUM: AIR

TECHNICIAN SETTING VALVE: TIM WHITNEY

DATE VALVE SET: 5/4/01

TEST GAUGE USED: ASHCROFT 0-1000 SERIAL NUMBER 1000-4

GAUGE CALIBRATED BY DEAD WEIGHT TESTER ON: 4/15/01 ,‘

TESTED ON: MERCER VALVE COMPANY, INC. AIR TEST STAND
LEAKAGE BUBBLE TIGHT AT 10% BELOW SET PRESSURE

THIS IS TO CERTIFY TO YOU THAT THE VALVES THAT WERE PURCHASED ON

PRESSURE VESSEL CODE AS INDICATED BY THE UV STAMP ON THE LABEL.

BRIAN BARTON OR DAVID BUSH
ENGINEERING





[image: image9.png]ro

\\OD\ €  Better
e Business
/\? - mumsir Bureau

SALES PURCHASING
(800) 833-6402 MERCER VALVE COMPANY, INC. (405) 789-2994
(405) 495-6533 Post Office Box 270970 (405) 789-0664
(405) 495-6536 Oklahoma City. Oklahoma 73137 B

FAX # (405) 495.87

ACCOUNTING (gl ds8720 ENGINEERING
(405) 495-7178 24-HOUR SERVICE AVAILABLE (405) 495-3274

WEBSITE: www.mercervalvecompanyinc.com - E-MAIL: mvsalesi@ionet.net

CERTIFICATE QF COMPLIANCE

CUSTOMER MERCER VALVE OF CANADA

8717 S3RD AVE. EDMONDTON, AB T6C3H3

CUSTOMER ORDER NUMBLER: 301361

ITEM DESCRIPTION: QTY (20) MERCER 91-17D511807E J" MNPT X 1" ENPT

Y100 SERIES SAFETY RELIEF VALVE /N /5 3&H

SEY @ 125 PS]

MERCER VALVE SALES ORDER NUMBER: 0007327

MERCER VALVE JOB ORDER NUMBER: 0007327

SET PRESSURE: 125 PS1

SET PRESSURE TOLERANCE: 3%

TEST MEDIUM: AIR

TECHNICIAN SETTING VALVE: REGGIE BROOKS
DATE VALVE SET: 05/29/2001
I'EST GAUGE USED: ASHCROF71-0-400 SERIAL NUMBER-400-2

GAUGE CALIBRATED BY DEAD WEIGIIT TESTER ON: 05/15/2001

TESTED ON: MERCER VALVE COMPANY, INC. AIR TEST STAND
LEAKAGE BUBBLE TIGHT AT 10% BELOW SET PRESSURE

THIS IS TO CERTIFY TO YOU THAT THE VALVES THAT WERE PURCHASED ON

THUE ABOVE ORDER NUMBER WERE BUILT PER SECTION VIII DIVISION:1 OF THE ASME BOIL;
RRESSURE VESSEL CO D BY THE UV STAMP ON THE LABEL.

Z ) .

BRIAN BARTON OR DAVID BUSII

ENGINEERING
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