DR;\IN

Equip. No. Prov. Reg. No. ® 441196 C.RN. L=5831.2C  Serial No. 42131—-A-52 Yr. Inst.
Code/Div. ASME VIIl, Div_1 Size: 60in_x_24ft Manufacturer: NATCO CANADA Yr. BIt. 2000
C. Stamp: Service: SWEET PWHT: NIL Radiography: RT1 Insulated: YES
Design & Materials Data
HEAD: “" CANADIAN NATURAL RESOURCES
Top Mat'l. SA_36 Top Nom. 9.5mm __ Top CA 1.6mm
Btm. Mat’l. Btm. Nom. Btm. C.A. FACILITY LADYFERN
CHANNEL:
Material: Nominal: CA. FIELD
BOOT
Head Mat'l Head Nom. Head C.A. LSD b—88—H/94—H—-01
Shell Mat'l. Shell Nom. Shell C.A. TEM
SHELL 6 HEAT MEDIUM
Material: SA_ 36 Nominal: 9.5mm CA 1.6mm
MAWP Shell Side: ATMOSPHERIC @ Temp. HEATER
MAWP Tube Side: @ Temp. By: J.D.H DATE: 06/2010 DWG.# 14—1




UTS DATA

CLIENT CANADIAN NATURAL RESOURCES FACILITY LADYFERN FIELD
EQUIPMENT HEAT MEDIUM HEATER SERVICE SWEET
CRN; L-5831.2C LOCATION  b-88-H/94-H-01
PROV REG A 441196 RTD JOB # 105.00390
TESTEL ON STREAN REFER TO DRAWIN( 14-1
Pan THICKNESS DATA Fag Ot GA  Nom  Tam Tem  mmpy Dao
1405
Description: UPPER SHELL
2010 6
Min. Thick. 10.2 7.9 1.6 9.5 L
Average: 10.3 0 0 L
Analysis:
1410
Description: UPPER SHELL
2010 6
Min. Thick. ~ 10.4 7.9 16 95 L
Average: 10.5 0 0 L
Analysis:
1415
Description: UPPER SHELL
2010 6
Min. Thick. 10.3 7.9 1.6 9.5 L
Average: 10.4 0 0 L

Analysis:
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