PSV_DATA

MFG: CONSOLIDATED
MODEL: 1997C1
SERIAL: 90C1324
SET PRES: 7585 kPa
CAPACITY: 8192 scfm
SERVICED BY: UNIFIED
SERVICE DATE: 10/29/2001
SIZE: 1.2in x 2in
CODE STAMP: UV
BLOCK VALVE: NO
CRN: N/S

LOCATION; TOP HEAD
TAG: 4902G

2
902 gt

NOTE: 02/2011 NO ACCESS TO PSV.
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INSPECTION DATE: 2011/02

SHORT TERM CORROSION RATE BASED ON

GREATEST THICKNESS LOSS (SHELL) 0.057mm PER YEAR.
RETIREMENT DATE TO "T’min IS YEAR 2057

Equip. No. Prov. Reg. No. @ 2666046 C.RN. K=1778.2 Serial No. 4829-20 Yr. Inst.
Code/Div. ASME VIll, DIV 1 Size: 30in_x_20ft Manufacturer: PRESSON Yr. Blt. 1990
C. Stamp: U Service: SWEET PWHT: NIL Radiography: RT—1 Insulated: 75%
Design & Materials Data
HEAD: CLIENT
Top Motl. SA 516 70N Top Nom. 30.5mm. Top CA 1.6mm CANADIAN NATURAL RESOURCES LTD
Btm. Mat'l Btm. Nom. Btm. CA. FACILITY NIG 1 NORTH
CHANNEL: #
Material: Nominal: CA COMPRESSOR STATION
BOOT
Head Mat'l Head Nom. Head CA. LSD: d—41—-J/94—H-04
Shell Mat'l. Shell Nom. Shell C.A. [TEM
HELL 6 GLYCOL
Material: SA_516 70N Nominal: 31.8mm CA.1.6mm
MAWP Shell Side: 9067 kPa @ Temp. 93°C CONTACTOR
MAWP Tube Side: @ Temp. BY: LR | DATE: 09/2005 | DWG.# 9




UTS DATA

CLIENT: CANADIAN NATURAL RESOURCES FACILITY: NIG #1 COMPRESSOR STATION
EQUIPMENT: GLYCOL CONTACTOR SERVICE: SWEET
CRN#: K-1778.2 LOCATION: d-41-J/94-H-04
PROV REG: A 2666046 RTD JOB #:105.01510
TESTED ON STREAM REFER TO DRAWING: 9

Pont THICKNESS DATA Fag Cit A Nom  Tem Tam  mmpy Dae
905
Description: LOWER SHELL

2005 8 2011 2
Min. Thick. ~ 33.6 33.6 28.60 3.2 3180 O 0 L
Average: 33.8 33.8 0 0 L
Analysis:
910
Description: LOWER SHELL

2005 8 2011 2
Min. Thick. 33.4 33.4 28.60 3.2 31.80 0 0 L
Average: 33.6 33.6 0 0 L
Analysis:
915
Description: LOWER SHELL

2005 8 2011 2
Min. Thick. 33.4 33.4 28.60 3.2 31.80 0 0 L
Average: 33.6 33.6 0 0 L
Analysis:
920
Description: BOTTOM HEAD

2005 8 2011 2
Min. Thick. ~ 32.5 315 27.30 3.2 3050 .18 18 L 2034
Average: 33.2 325 A3 13 L
Analysis:  08/2005-MIN SCAN AT KNUCKLE
925
Description: 1" 90° NOZZLE

2005 8 2011 2
Min. Thick. 7.5 7.5 5.90 3.2 9.10 0 0 L
Average: 7.8 7.8 0 0 L

Analysis:




UTS DATA

CLIENT: CANADIAN NATURAL RESOURCES FACILITY: NIG #1 COMPRESSOR STATION
EQUIPMENT: GLYCOL CONTACTOR PIPING SERVICE:
CRN#: LOCATION: d-41-/94-H-04
PROV REG: RTD JOB #:105.01510
TESTED ON STREAM REFER TO DRAWING: 9
Test Short  Long Ave. Flag
Point THICKNESS DATA Flag Crit C.A. Nom. Term  Term mm/py Date

930
Description: 4" 90° ELBOW
2005 8 2011 2

Min. Thick. ~ 8 7.9 7.53 1.1 8.60 .02 .02 L 2031
Average: 8.3 8.2 .02 .02 L 2048

Analysis:
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