1

|
VESSEL (A): 04‘16743

||I r DATE OF INSPECTION: 19|§7 Dec 15

LABOUR

RIQ ALTO EXPLORATION LTD ‘
1600, 111 5TH AVENUE S.W.

CALGARY, AB
T2P 3Y6

V

|
LOCATION: STOCK : 15
COMPANY CODE; "

DESCRIPTION: VERTICAL 3 PHASE GLYCOL CONTACTOR

MANUFACTURER: ALCO GAS & OIL

i
i
SERIAL #: 97C-5832-098
HEATING SURFACE: SURFACE AREA:

PART MAX. AUTHORIZED MAX. TEMP MIN. TEMP VALVEID SETTING

WORKING PRESSURE

64

PREFERRED RE-INSP. INTERVAL: 3.00 Yr.

CRN: F9578.23

~

YEAR BUILT: 1997
VOLUME: 1.48 M3

Safety Valves
CAPACITY LOCATION

CON 9928 KPA 54 C -29 C 5v1

OWNER INSTRUCTIONS/REMARKS: i

TO BE INSTALLED

TO BE INSTALLED IN ACCORDANCE WITH THE SAFETY CODES ACT ‘|?:;\ND REGULATIONS.

!l
VERIFY THAT VESSEL IS PROTECTED BY A 'UV' SAFETY RELIEF :IVALVE, OF ADEQUATE CAPACITY, SET AT NO MORE
THAN MAXIMUM PRESSURE AUTHORIZED, HAS BEEN INSTALLED IN ACCORDANCE WITH THE REGULATIONS.

CONTACT THE AREA SAFETY CODES OFFICER BEFORE PLACING THE| VESSEL IN SERVICE.

Safety Codes Officer: SIMPSON, NORMIN | Signature: Még‘%‘é&

NOTE: REQUIREMENTS OF THE SAFETY CODES ACT AND THE REGULATIONS ISSUED THEREUNDER:
THE OWNER OR PERSON IN CHARGE SHALL REPORT ALL ACCIDENTS INVOLVING A BOILER, PRESSURE VESSEL OR PRESSURE PIPING
YSTEM TO THE DISTRICT SAFETY CODES OFFICER IMMEDIATELY AND SHALL SEND A FULL REPORT IN WRITING TO THE
*INISTRATORICHIEF INSPECTOR AS REQUIRED BY THE ACT. NO REPAIRS OR ALTERATIONS MAY BE MADE UNLESS AUTHCRIZED

BY A SAFETY CODES OFFICER. 4‘
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