


16REFER TO DRAWING:

UTS DATA  

SERVICE:
FACILITY:

STREAMTESTED

LOCATION:

EQUIPMENT:
CLIENT:

SOUR

b-63-G/94-H-02

ON

GLYCOL CONTACTOR

CANADIAN NATURAL RESOURCES MILLIGAN BATTERY

PROV REG: A 445902

MID SHELL

31.803.228.60 .29 .29

.29 .29

2008 12

33.5

33.4

2012 9

32.4

32.3

1605

Description:

Min. Thick.

Average:

Analysis:

LOWER SHELL

31.803.228.60 .29 .29

.29 .29

2008 12

33.7

33.5

2012 9

32.6

32.4

1610

Description:

Min. Thick.

Average:

Analysis:

LOWER SHELL

31.803.226.128.60 .35 .35

.32 .32

2008 12

33.5

33.3

2012 9

32.3

32

1615

Description:

Min. Thick.

Average:

Analysis:

2028

BOTTOM HEAD

30.803.225.127.60 .11 .11

.11 .11

2008 12

33.3

32.8

2012 9

32.9

32.4

09/2012 MIN SCAN AT KNUCKLE

1620

Description:

Min. Thick.

Average:

Analysis:

2044

2" 90° NOZZLE

8.703.22.45.50 0 0

0 0

2008 12

9

8.7

2012 9

9

8.7

1625

Description:

Min. Thick.

Average:

Analysis:

2096

Test  
Point THICKNESS  DATA  T-MinFlag C.A. Nom.

Short 
Term

Long 
Term

 Ave.       
mm/py

 Retirement
      Date

                   CRN#: N-7770.21

RTD JOB #:10.112227



16REFER TO DRAWING:

UTS DATA  

SERVICE:
FACILITY:

STREAMTESTED

LOCATION:

EQUIPMENT:
CLIENT:

SOUR

b-63-G/94-H-02

ON

GLYCOL CONTACTOR PIPING

CANADIAN NATURAL RESOURCES MILLIGAN BATTERY

PROV REG:

4" 90° ELBOW

8.601.17.53 0 0

0 0

2008 12

8.8

8.3

2012 9

8.8

8.3

09/2012 MIN SCAN AT DOWN OF SUPPORT

1630

Description:

Min. Thick.

Average:

Analysis:

4" 90° ELBOW

8.601.17.53 .08 .08

.05 .05

2008 12

8.8

8.6

2012 9

8.6

8.3

1635

Description:

Min. Thick.

Average:

Analysis:

Test  
Point THICKNESS  DATA  T-MinFlag C.A. Nom.

Short 
Term

Long 
Term

 Ave.       
mm/py

 Retirement
      Date

                   CRN#:

RTD JOB #:10.112227
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